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PS2004 VIKING Neoprene Immersion suit 

Approvals
• MED SOLAS
• Immersion suit, insulated
• RMRS Russia

Outer material
Neoprene, 5 mm

Retro-reflective trim
Grey, 50 mm.

Colour options
• 02 high visibility yellow
• 10 Orange

Design features
• Diagonal waterproof zipper with 1 slider
• Prepared for lifting strap
• Buddy line and emergency light
• Semi-integrated neoprene gloves
• Fully integrated boots both with hook/loop intake
• Comes in a bag

Application areas
• Cargo vessels
• Fishing vessels
• Navy
• Offshore personnel
• Passenger ships

Sizes
54/Universal: Height from 140 cm to 200 cm, weight from 50
kg to 100 kg or 58/Oversize: Height from 170 cm to 210 cm,
weight from 80 kg to 160 kg

Service interval
3 years

Outer washing

Special instructions
The suit must be worn in conjunction with a lifejacket

Spare parts
Lifting strap and buddy line packed in bag:
Suit size 54/universal: 1024179
Bag prepared for instruction
for size 54 red: 1013813
Bag prepared for instruction
for size 58 blue: 1051539

Related items
VIKING SOLAS Inflatable Life Jacket, 180 N: PV9320
VIKING SOLAS Inflatable Lifejacket, 275 N: PV9360
VIKING SOLAS Inflatable Lifejacket, 275 N: PV9361
Lifejacket Solid, Adult (PV9520): PV9520

PS2004 is a basic neoprene immersion suit which is
ideal for abandonment ship situations. The suit is built
from high flexible, high quality neoprene to ensure easy
donning and great fit. The high quality neoprene also
gives the product a longer lifespan. The suit has an
extended zipper which gives the suit a better in-water
performance and ensures quick donning. The extended
zipper also provides more comfort for the user and
minimizes water ingress It is packed in a small bag for
easy storage. The suit must be worn with a SOLAS
approved lifejacket. It has integrated neoprene boots
and semi-detachable neoprene gloves, and is available
to be fitted with lifting strap and light. The yellow colour
ensures high visibility for the user. All suits are
produced in-house according to stringent
manufacturing requirements.


